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DIGITAL SCALES

DS-983

Checkout Scale

•   NMI approved for trade use in Australia

•   Simple, robust design

•   Easy-to-read 6-digit LCD weight display

•   Sturdy stainless steel weighing platter

•   Capacity: 0 kg -  6 kg x 2 g

•   Capacity: 6 kg - 15 kg x 5 g

•   Scale emulation for easy configuration

     (i.e. CAS, Wedderburn)

•   Double-sided remote pole display included

•   Serial cable included

•   Scale dimensions: 341 (W) x 284 (D) x 80 (H) mm

•   Display dimensions: 130 (W) x 50 (D) x 390 (H) mm

DS-984

Scanner Scale

•   NMI approved for trade use in Australia

•   Simple, robust design

•   Easy-to-read 6-digit LCD weight display

•   Sturdy stainless steel weighing platter

     with tempered glass

•   Capacity: 0 kg -  6 kg x 2 g

•   Capacity: 6 kg - 15 kg x 5 g

•   Scale emulation for easy configuration

     (i.e. CAS, Wedderburn)

•   Double-sided remote pole display included

•   Serial cable included

•   1D/2D compatible, omni-directional scanning

•   Switch to 1D only or 1D/2D compatible mode

•   32 bit ARM MCU + DSP, 500 scans/sec

•   Scale dimensions: 294 (W) x 284 (D) x 89 (H) mm

•   Display dimensions: 182 (W) x 107 (D) x 433 (H) mm
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     (i.e. CAS, Wedderburn)
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